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DOCCAM 
4K HDBT 
In-Ceiling Document Camera 

FEATURES

• 30x optical zoom with a 70.2° horizontal field of view 
to capture detailed objects and documents 

• Simultaneous outputs provide 4K signals from HDMI 
and over HDBaseT, with full HD signals via IP H.264 
streaming and HD-SDI 

• Center-position targeting laser marks the center of 
the frame, helping position objects accurately for 
precise capture 

• PoE+ powered and native compatibility with 
OneLINK systems 

• Remote management with a browser-based user 
interface for configuration, management, and control 

WHAT’S IN THE BOX: 

• DocCAM 4K HDBT 
• White trim ring with 2 qty mounting screws 
• Tile Support Brace 
• Vaddio IR remote commander for DocCAM
• OneLINK HDMI Interface                                                

(included with 999-99680-200 and -201)
• OneLINK Bridge Interface                             

(included with 999-99680-300 and -301) 
• Quick-start card 

ORDERING INFO

• DocCAM 4K HDBT 
• 999-99680-000 (Global)

• DocCAM 4K HDBT with OneLINK HDMI
• 999-99680-200 (North America)
• 999-99680-201 (Europe/UK)

• DocCAM 4K HDBT with OneLINK Bridge
• 999-99680-300 (North America)
• 999-99680-301 (Europe/UK)
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FEATURE SPECIFICATION

Model  DocCAM 4K HDBT 

Room size guidelines  Small, medium, and large rooms 

Zoom  30x 

Horizontal Field of View  70.2° wide end to 3.1° tele end 

Minimum Illumination  100+ Lux recommended 

Outputs/protocols  Simultaneous: HDMI (4K30), HDBaseT (4K30), SDI, IP Streaming (Full HD) 

Web Interface for remote control  Built-in 

Control  Web UI, Vaddio Device Controller, IR remote, Telnet, RS-232 

Device Management  Compatible with Vaddio Deployment Tool for easy network device discovery, 
configuration, and firmware updates. No subscription required. 

Quick-Connect Compatibility  No 

OneLINK Compatibility  Native 

Image Sensor Type  1/2.5 Exmor R CMOS 

Pixels  8.57 Megapixel 

Top Resolution  4K - 2160p/30 

Video Signal/Noise Ratio  More than 50 dB240891 

Camera Origin  USA 

Warranty  3 years 

Weight (with mounting hardware)  4.2 lb (1.9 kg) 

Dimensions (W x H x D)  8 in x 4.25 in x 8 in (20.3 cm x 10.8 cm x 20.3 cm) 

Operating Temperature  32° to 104°F (0° to 40°C) 

Humidity  20% to 80% RH, non-condensing 

Bezel ring outer diameter  6.25 in (15.9 cm) 
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